
* operator & tray capacity dependent

Efficient, safe and consistent closure for rapid diagnostic test 
strips in plastic cassettes. Closing pressure and duration is 

fully adjustable.

Request a Quote

Warranty: 36 Months

Cassette Tray
Closing process automatically
initiates when fully inserted

Closing Pressure Adjustment
Controls pressure applied

to cassettes

Closing Height Adjustment
Controls height top housing is
seated on bottom housing

Up to 14,000,000
cassettes/yr*

Multi Cassette Press Station

https://kinematic.com
https://kinematic.com/quote-request.html
https://kinematic.com/multi-cassette-press.html
https://kinematic.com/multi-cassette-press-video.html
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Specifications subject to change without notice

Optional multiple trays
for staging

Optional multiple trays
for staging

Closing duration adjusterClosing duration adjusterClosing pressure adjusterClosing pressure adjuster

Key Features
Air pressure controlled
Variable closing pressure
Variable pressing time
Multiple cassettes can be closed at the same time
Easy change-over to run a variety of cassettes

OptionsOptions
Spare trays for staging
Change parts for different cassettes

Capacities
Dependent on cassette size, can vary per tray,
   but typical example is 10 cassettes per tray

Performance
Operator and tray capacity dependent
   Estimated 5 second cycle time with
   pre loaded trays   pre loaded trays

Facilities Requirements
Power: 000 VAC, 50/60 Hz, 00 A Single Phase
Process Air: 85 lpm @ 5.5- 6.9 bar

Dimensional Specifications (approx.)
Size: 46 cm L x 44 cm W x 50 cm H
Weight: 35 kg
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